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(1) The dates and amounts of solvent 
that are added to the solvent cleaning 
machine. 

(2) The dates and amounts of solvent 
that are recovered from the desorption 
of the carbon adsorber system. 

(3) The solvent composition of wastes 
removed from each cleaning machine 
as determined using the procedures in 
§ 63.465(c)(2). 

(4) Calculation sheets showing the 
calculation and results of determining 
the overall cleaning system control ef-
ficiency, as required by § 63.465. 

[59 FR 61805, Dec. 2, 1994, as amended at 64 
FR 67802, Dec. 3, 1999; 68 FR 37349, June 23, 
2003] 

§ 63.468 Reporting requirements. 
(a) Each owner or operator of an ex-

isting solvent cleaning machine sub-
ject to the provisions of this subpart 
shall submit an initial notification re-
port to the Administrator no later than 
August 29, 1995. This report shall in-
clude the information specified in para-
graphs (a)(1) through (a)(6) of this sec-
tion. 

(1) The name and address of the 
owner or operator. 

(2) The address (i.e., physical loca-
tion) of the solvent cleaning ma-
chine(s). 

(3) A brief description of each solvent 
cleaning machine including machine 
type (batch vapor, batch cold, vapor in- 
line or cold in-line), solvent/air inter-
face area, and existing controls. 

(4) The date of installation for each 
solvent cleaning machine or a letter 
certifying that the solvent cleaning 
machine was installed prior to, or 
after, November 29, 1993. 

(5) The anticipated compliance ap-
proach for each solvent cleaning ma-
chine. 

(6) An estimate of annual halo-
genated HAP solvent consumption for 
each solvent cleaning machine. 

(b) Each owner or operator of a new 
solvent cleaning machine subject to 
the provisions of this subpart shall sub-
mit an initial notification report to the 
Administrator. New sources for which 
construction or reconstruction had 
commenced and initial startup had not 
occurred before December 2, 1994, shall 
submit this report as soon as prac-
ticable before startup but no later than 

January 31, 1995. New sources for which 
the construction or reconstruction 
commenced after December 2, 1994, 
shall submit this report as soon as 
practicable before the construction or 
reconstruction is planned to com-
mence. This report shall include all of 
the information required in § 63.5(d)(1) 
of subpart A (General Provisions), with 
the revisions and additions in para-
graphs (b)(1) through (b)(3) of this sec-
tion. 

(1) The report shall include a brief de-
scription of each solvent cleaning ma-
chine including machine type (batch 
vapor, batch cold, vapor in-line, or 
cold-line), solvent/air interface area, 
and existing controls. 

(2) The report shall include the an-
ticipated compliance approach for each 
solvent cleaning machine. 

(3) In lieu of § 63.5(d)(1)(ii)(H) of sub-
part A of this part, the owner or oper-
ator must report an estimate of annual 
halogenated HAP solvent consumption 
for each solvent cleaning machine. 

(c) Each owner or operator of a batch 
cold solvent cleaning machine subject 
to the provisions of this subpart shall 
submit a compliance report to the Ad-
ministrator. For existing sources, this 
report shall be submitted to the Ad-
ministrator no later than 150 days after 
the compliance date specified in 
§ 63.460(d). For new sources, this report 
shall be submitted to the Adminis-
trator no later than 150 days after 
startup or May 1, 1995, whichever is 
later. This report shall include the re-
quirements specified in paragraphs 
(c)(1) through (c)(4) of this section. 

(1) The name and address of the 
owner or operator. 

(2) The address (i.e., physical loca-
tion) of the solvent cleaning ma-
chine(s). 

(3) A statement, signed by the owner 
or operator of the solvent cleaning ma-
chine, stating that the solvent cleaning 
machine for which the report is being 
submitted is in compliance with the 
provisions of this subpart. 

(4) The compliance approach for each 
solvent cleaning machine. 

(d) Each owner or operator of a batch 
vapor or in-line solvent cleaning ma-
chine complying with the provisions of 
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§ 63.463 shall submit to the Adminis-
trator an initial statement of compli-
ance for each solvent cleaning ma-
chine. For existing sources, this report 
shall be submitted to the Adminis-
trator no later than 150 days after the 
compliance date specified in § 63.460(d). 
For new sources, this report shall be 
submitted to the Administrator no 
later than 150 days after startup or 
May 1, 1995, whichever is later. This 
statement shall include the require-
ments specified in paragraphs (d)(1) 
through (d)(6) of this section. 

(1) The name and address of the 
owner or operator. 

(2) The address (i.e., physical loca-
tion) of the solvent cleaning ma-
chine(s). 

(3) A list of the control equipment 
used to achieve compliance for each 
solvent cleaning machine. 

(4) For each piece of control equip-
ment required to be monitored, a list of 
the parameters that are monitored and 
the values of these parameters meas-
ured on or during the first month after 
the compliance date. 

(5) Conditions to maintain the wind 
speed requirements of § 63.463(e)(2)(ii), 
if applicable. 

(6) Each owner or operator of a sol-
vent cleaning machine complying with 
the idling emission limit standards of 
§ 63.463(b)(1)(ii), (b)(2)(ii), (c)(1)(ii), and 
(c)(2)(ii) shall submit a test report for 
tests of idling emissions meeting the 
specifications in Method 307 of appen-
dix A to this subpart. This report shall 
comply with the requirements specified 
in paragraphs (d)(6)(i) through (d)(6)(iv) 
of this section. 

(i) This test must be on the same spe-
cific model cleaner used at the source. 
The test can be done by the owner or 
operator of the affected machine or can 
be supplied by the vendor of that sol-
vent cleaning machine or a third party. 

(ii) This report must clearly state the 
monitoring parameters, monitoring 
frequency and the delineation of 
exceedances for each parameter. 

(iii) If a solvent cleaning machine 
vendor or third party test report is 
used to demonstrate compliance, it 
shall include the following for the sol-
vent cleaning machine tested: Name of 
person(s) or company that performed 
the test, model name, the date the sol-

vent cleaning machine was tested, se-
rial number, and a diagram of the sol-
vent cleaning machine tested. 

(iv) If a solvent cleaning machine 
vendor or third party test report is 
used, the owner or operator of the sol-
vent cleaning machine shall comply 
with the requirements specified in ei-
ther paragraphs (d)(6)(iv)(A) and 
(d)(6)(iv)(B) of this section. 

(A) Submit a statement by the sol-
vent cleaning machine vendor that the 
unit tested is the same as the unit the 
report is being submitted for. 

(B) Demonstrate to the Administra-
tor’s satisfaction that the solvent 
emissions from the solvent cleaning 
machine for which the test report is 
being submitted are equal to or less 
than the solvent emissions from the 
solvent cleaning machine in the vendor 
test report. 

(7) If a carbon adsorber is used to 
comply with these standards, the date 
and results of the weekly measurement 
of the halogenated HAP solvent con-
centration in the carbon adsorber ex-
haust required in § 63.466(e). 

(e) Each owner or operator of a batch 
vapor or in-line solvent cleaning ma-
chine complying with the provisions of 
§ 63.464 shall submit to the Adminis-
trator an initial statement of compli-
ance for each solvent cleaning ma-
chine. For existing sources, this report 
shall be submitted to the Adminis-
trator no later than 150 days after the 
compliance date specified in § 63.460(d). 
For new sources, this report shall be 
submitted to the Administrator no 
later than 150 days after startup or 
May 1, 1995, whichever is later. The 
statement shall include the informa-
tion specified in paragraphs (e)(1) 
through (e)(4) of this section. 

(1) The name and address of the sol-
vent cleaning machine owner or oper-
ator. 

(2) The address of the solvent clean-
ing machine(s). 

(3) The solvent/air interface area for 
each solvent cleaning machine or, for 
cleaning machines without a solvent/ 
air interface, a description of the 
method used to determine the cleaning 
capacity and the results. 

(4) The results of the first 3-month 
average emissions calculation. 
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(f) Each owner or operator of a batch 
vapor or in-line solvent cleaning ma-
chine complying with the provisions of 
§ 63.463 shall submit an annual report 
by February 1 of the year following the 
one for which the reporting is being 
made. This report shall include the re-
quirements specified in paragraphs 
(f)(1) through (f)(3) of this section. 

(1) A signed statement from the facil-
ity owner or his designee stating that, 
‘‘All operators of solvent cleaning ma-
chines have received training on the 
proper operation of solvent cleaning 
machines and their control devices suf-
ficient to pass the test required in 
§ 63.463(d)(10).’’ 

(2) An estimate of solvent consump-
tion for each solvent cleaning machine 
during the reporting period. 

(3) The reports required under para-
graphs (f) and (g) of this section can be 
combined into a single report for each 
facility. 

(g) Each owner or operator of a batch 
vapor or in-line solvent cleaning ma-
chine complying with the provisions of 
§ 63.464 shall submit a solvent emission 
report every year. This solvent emis-
sion report shall contain the require-
ments specified in paragraphs (g)(1) 
through (g)(4) of this section. 

(1) The size and type of each unit sub-
ject to this subpart (solvent/air inter-
face area or cleaning capacity). 

(2) The average monthly solvent con-
sumption for the solvent cleaning ma-
chine in kilograms per month. 

(3) The 3-month monthly rolling av-
erage solvent emission estimates cal-
culated each month using the method 
as described in § 63.465(c). 

(4) The reports required under para-
graphs (f) and (g) of this section can be 
combined into a single report for each 
facility. 

(h) Each owner or operator of a batch 
vapor or in-line solvent cleaning ma-
chine shall submit an exceedance re-
port to the Administrator semiannu-
ally except when, the Administrator 
determines on a case-by-case basis that 
more frequent reporting is necessary to 
accurately assess the compliance sta-
tus of the source or, an exceedance oc-
curs. Once an exceedance has occurred 
the owner or operator shall follow a 
quarterly reporting format until a re-
quest to reduce reporting frequency 

under paragraph (i) of this section is 
approved. Exceedance reports shall be 
delivered or postmarked by the 30th 
day following the end of each calendar 
half or quarter, as appropriate. The ex-
ceedance report shall include the appli-
cable information in paragraphs (h) (1) 
through (3) of this section. 

(1) Information on the actions taken 
to comply with § 63.463 (e) and (f). This 
information shall include records of 
written or verbal orders for replace-
ment parts, a description of the repairs 
made, and additional monitoring con-
ducted to demonstrate that monitored 
parameters have returned to accepted 
levels. 

(2) If an exceedance has occurred, the 
reason for the exceedance and a de-
scription of the actions taken. 

(3) If no exceedances of a parameter 
have occurred, or a piece of equipment 
has not been inoperative, out of con-
trol, repaired, or adjusted, such infor-
mation shall be stated in the report. 

(i) An owner or operator who is re-
quired to submit an exceedance report 
on a quarterly (or more frequent) basis 
may reduce the frequency of reporting 
to semiannual if the conditions in 
paragraphs (i)(1) through (i)(3) of this 
section are met. 

(1) The source has demonstrated a 
full year of compliance without an ex-
ceedance. 

(2) The owner or operator continues 
to comply with all relevant record-
keeping and monitoring requirements 
specified subpart A (General Provi-
sions) and in this subpart. 

(3) The Administrator does not object 
to a reduced frequency of reporting for 
the affected source as provided in para-
graph (e)(3)(iii) of subpart A (General 
Provisions). 

(j) The Administrator has deter-
mined, pursuant to section 502(a) of the 
Act, that if you are an owner or oper-
ator of any batch cold solvent cleaning 
machine that is not a major source and 
is not located at a major source, as de-
fined under 40 CFR 63.2, 70.2, or 71.2, 
you are exempt from title V permitting 
requirements under 40 CFR parts 70 or 
71, as applicable, for that source, pro-
vided you are not otherwise required to 
obtain a title V permit. If you own or 
operate any other solvent cleaning ma-
chine subject to the provisions of this 
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subpart, you are also subject to title V 
permitting requirements. Your title V 
permitting authority may defer your 
source from these permitting require-
ments until December 9, 2004, if your 
source is not a major source and is not 
located at a major source as defined 
under 40 CFR 63.2, 70.2, or 71.2, and is 
not otherwise required to obtain a title 
V permit. If you receive a deferral 
under this section, you must submit a 
title V permit application by December 
9, 2005. You must continue to comply 
with the provisions of this subpart ap-
plicable to area sources, even if you re-
ceive a deferral from title V permitting 
requirements. 

(k) Each owner or operator of a sol-
vent cleaning machine requesting an 
equivalency determination, as de-
scribed in § 63.469 shall submit an 
equivalency request report to the Ad-
ministrator. For existing sources, this 
report must be submitted to the Ad-
ministrator no later than June 3, 1996. 
For new sources, this report must be 
submitted and approved by the Admin-
istrator prior to startup. 

[59 FR 61805, Dec. 2, 1994; 60 FR 29485, June 5, 
1995, as amended at 64 FR 69643, Dec. 14, 1999] 

§ 63.469 Equivalent methods of control. 
Upon written application, the Admin-

istrator may approve the use of equip-
ment or procedures after they have 
been satisfactorily demonstrated to be 
equivalent, in terms of reducing emis-
sions of methylene chloride, 
perchloroethylene, trichloroethylene, 
1,1,1-trichloroethane, carbon tetra-
chloride or chloroform to the atmos-
phere, to those prescribed for compli-
ance within a specified paragraph of 
this subpart. The application must con-
tain a complete description of the 
equipment or procedure and the pro-
posed equivalency testing procedure 
and the date, time, and location sched-
uled for the equivalency demonstra-
tion. 

§ 63.470 Implementation and enforce-
ment. 

(a) This subpart can be implemented 
and enforced by the U.S. EPA, or a del-
egated authority such as the applicable 
State, local, or Tribal agency. If the 
U.S. EPA Administrator has delegated 
authority to a State, local, or Tribal 

agency, then that agency, in addition 
to the U.S. EPA, has the authority to 
implement and enforce this subpart. 
Contact the applicable U.S. EPA Re-
gional Office to find out if implementa-
tion and enforcement of this subpart is 
delegated to a State, local, or Tribal 
agency. 

(b) In delegating implementation and 
enforcement authority of this subpart 
to a State, local, or Tribal agency 
under subpart E of this part, the au-
thorities contained in paragraph (c) of 
this section are retained by the Admin-
istrator of U.S. EPA and cannot be 
transferred to the State, local, or Trib-
al agency. 

(c) The authorities that cannot be 
delegated to State, local, or Tribal 
agencies are as specified in paragraphs 
(c)(1) through (4) of this section. 

(1) Approval of alternatives to the re-
quirements in §§ 63.460, 63.462(a) 
through (d), and 63.463 through 63.464 
(except for the authorities in 
§ 63.463(d)(9)). Use the procedures in 
§ 63.469 to request the use of alternative 
equipment or procedures. 

(2) Approval of major alternatives to 
test methods under § 63.7(e)(2)(ii) and 
(f), as defined in § 63.90, and as required 
in this subpart. 

(3) Approval of major alternatives to 
monitoring under § 63.8(f), as defined in 
§ 63.90, and as required in this subpart. 

(4) Approval of major alternatives to 
recordkeeping and reporting under 
§ 63.10(f), as defined in § 63.90, and as re-
quired in this subpart. 

[68 FR 37349, June 23, 2003] 

APPENDIX A TO SUBPART T OF PART 63— 
TEST OF SOLVENT CLEANING PROCE-
DURES 

General Questions 

lll 1. What is the maximum allowable 
speed for parts entry and removal? 

A. 8.5 meters per minute (28 feet per 
minute). 

B. 3.4 meters per minute (11 feet per 
minute). 

C. 11 meters per minute (36 feet per 
minute). 

D. No limit. 
lll 2. How do you ensure that parts enter 

and exit the solvent cleaning machine at 
the speed required in the regulation? 

A. Program on computerized hoist mon-
itors speed. 

B. Can judge the speed by looking at it. 
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